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Garage Door Surround with 9" Header Up to 256" Flat Panel Profile

For	product	features,	see	page	15.

Garage Door Surround with 6" Header

Up to 144" Classic Dentil Profile

9	Colors	 001,	002,	008,	023,	028,	034,	078,	117,	123	and	
paintable	(030).	Ask	about	other	colors	that	are	available	
with a 25 unit minimum.

Note  9" Headers: Flat Panel in standard 128" width and 
specialty or custom widths over 144" are only available in 
white	(001),	bright	white	(117),	white	(123),	and	paintable	
(030)

Packaged  Door Surrounds are comprised of a 6" or 9" Header with 
a	Pilaster	Kit.	(Item	purchased	separately,	see	pages	
13-15	for	header	availability)

Note		 Headers	with	welded	on	End	Caps	require	modification	in	
the	field	to	fit	flush	with	the	Pilaster.

PiLaster Kit

•	 For	use	with	both	6"	and	9"	Headers

•	 Pilaster	dimensions:		96"	x		6	7/8"	x	1	7/8"

•	 Accommodates	extra	tall	openings	up	to	8½	feet. 

PiLaster Kit & J-CHanneL baCK-PLate

 ITEM #

Pilaster	Kit	 00	88	1111	***

J-Channel	Back-Plate	for	Pilaster,	2/bx	 00	83	2696	***

Note Back-Plates only available in  
white	(001)	and	paintable	(030).
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CoMMon door sizes:

32" Door = 51 ½" Header

36" Door = 55 ½" Header

10'	Door	=	139	½"	Header

16'	Door	=	211	½"	Header 

tHese overaLL 

diMensions  assuMe:

4"	for	brick	mold,	

14"	for	pilasters,	and

1 ½" for transition pieces


